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ROUND POLE MOUNT INSTALLATION STEPS:

MEGAGATE™ 
INSTALLATION INSTRUCTIONS
For detailed instructions please visit our our website’s resources section. To order a MegaGate™ 
doors & Gates for your next project, Call 877.727.3367 or email contact@cityscapesinc.com.

1. Set the BOTTOM HINGE SUPPORT RING so that 
the SADDLE BRACKET is 4” above the ground and 
tighten the HEX BOLT to secure to the pole.

2. Take BOTTOM HINGE RING with SADDLE 
BRACKET and slide down to HINGE RING 
SUPPORT.  

3. Place the door onto BOTTOM HINGE RING 
SADDLE BRACKET. Slide on TOP HINGE RING 
SADDLE BRACKET from top of pole onto top 
corner of door. Adjust position of door to be 
plumb while in HINGE RING SADDLE BRACKETS.  

4. Drill a 9/16” hole through DOOR FRAME at the 
top SLOT HOLE in the HINGE RING SADDLE 
BRACKET. This first drilled hole should be on the 
pole side of the SLOT HOLE. Place one 1/2”-13x5” 
cap screw into this hole with hex nut to secure 
HINGE RING SADDLE BRACKET to door. DO NOT 
TORQUE COMPLETELY.

5. Adjust MegaGate™ door for final plumb and drill 
9/16” hole through DOOR FRAME at BOTTOM 
HINGE RING SADDLE BRACKET at the SLOT 
HOLE. Install one 1/2”-13x5” cap screw and HEX 
NUT, DO NOT TORQUE COMPLETELY.
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INSTALLATION STEPS CONTINUED:

6. If installing a pair of MegaGate™ doors, repeat 
steps 1-5 for the second door. Adjust the doors to 
be plum and level to each other.

7. Drill 9/16” holes through the door frame at the 
PINNED HOLE locations on both the TOP AND 
BOTTOM HINGE RING SADDLE BRACKETS.   

9. Apply grease with a grease gun at the GREASE 
FITTING on the HINGE RING SADDLE BRACKET. 

8. Place ½”-13x5” cap screw into the PINNED HOLES 
and torque all 4 cap screw hex nuts. 

10. Minimum depth of receiver hole is 4” at the Closed 
and Open position of the door. Failure to comply 
with this will result in a voided warranty. 
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To order MegaGate™ Doors & Gates for your next project, 
call 877.727.3367 or email contact@cityscapesinc.com
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